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Instructions for operation G5R

and care of HOBART air whip

+ Place the bowl (4) with the air disks (5) in it on the
base. ( HOBART-Logo and martk V¥ to the front. )

+ Insert the driving shatft (2) into the guide (3).

+ Place the agitator (1) and lock it by turning.

+ Insert plug into electric outlet.

Flll the bowl with cream

@4 * » Temperature max, +1 to +4 °C.

« 24 hours old.

+ Fat content not lower than 30 % .

+ Other ingredients may be added
after approx. 2 minutes.

Setting the timer

« Set the timer (9) according to
required consistence (f. ex. to pos.
7 with 5 | of cream).

+ The timer (9) be turned off at may
any time by turning the knob to the
"zero" position,

| « Clean and dry the bowl.

+ Place air disks (5) on guide
(smalllest disk on top)and
secure with kautled nut (6).

* Fasten by hand, do not use
tools.

| + Take out
agitator (1).

» Take out the
driving shaft (2).

Cleaning (when necessaty)
« Loosen the guide |« Unscrew the cap (7) with a
bold (3) and the coin.
knurled nut (6) « Remove valve tubing (8).
under the air « The air hose can be cleaned
disks (5). with a small bottie brush.
« Clean and dry » Re-assemble all parts.
all these parts.
trouble cause cotrection
air comes into the bowl guide not enough fastened. | fasten guide (3).
only on one side. bent air disk. the bent air disks must be
o air ais replaced by new air disks.
cream Is greasy, cream is not cold enough. cool the cream at +1 to
no volume. +4 °C,
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