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HOBART PROVIDES FLEXIBLE SOLUTIONS 
FOR BOTTLE AND CAGE CLEANING

In animal facilities cages, cage lids, grids, bottles, transport 
trolleys, sterilizer containers and other equipment must 
be kept perfectly clean. Not only premium technical 
quality but also easy handling of the systems and smooth 
interoperability of all single components are preconditions 

for safe and economical cleaning of all types of equipment.
In recurrent testing for assessment of the performance of 
cleaning systems, all the units of the TKR series by HOBART  
fulfill all AK-KAB specifications.

TKR SERIES BY HOBART:

HOOD AND FRONT DOOR WASHERS	

FLIGHT-TYPE WASHERS

CAGE AND RACK CLEANING UNITS
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FLEXIBLE SOLUTIONS FOR 
BOTTLE AND CAGE CLEANING

PROFI AMXXL-TKR

PROFI UXT-TKR PROFI UXTH-TKR

HOOD AND FRONT DOOR WASHERS

PROFI LINE AMXXL-TKR AND UXT(H)-TKR

The PROFI-line – everything a professional washer needs. 
The successful product series from HOBART can be found 
working wherever the highest standards of cleanliness are 
required, tailored to the volumes to be washed and the 
degree of soiling of the wash ware. It combines efficient 

warewashing with ultimate user-friendliness and  
low operating costs. Numerous equipment options make 
the PROFI line a perfectly suited warewashing solution  
to suit any operation.
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OPTIMAL WASH RESULT

GENIUS-X² FINE FILTER SYSTEM
Permanently clean wash water is the key requirement 
for an optimal wash result with less detergent and water 
consumption. In the next generation of the GENIUS-X² fine 
filter system, the wash water is continuously put through 
a system of filters. During the wash cycle, the majority of 
dirt particles are removed. Any remaining dirt particles are 
removed during the fresh water rinse. The wash water is 
then regenerated with the fresh water from the subsequent 
rinse. This optimal regeneration ensures a perfect wash 
result. GENIUS-X² auto-cleans during pump-out, significantly 
reducing the detergent consumption.

ROTOR-X WASH SYSTEM
A perfect wash result is only achieved if the detergent 
makes contact with the entire surface of the wash ware 
items, dissolving and binding the dirt. Therefore the wash 
water must reach every point of the wash ware, and the 
more thoroughly and intensively this occurs, the better the 
result. The rotating ROTOR-X wash system consists of a 
top and a bottom cross wash arm. The rotation of the wash 
arms creates the necessary mechanical wash action, and at 
the same time the precise wash pattern of the wide angle 
nozzles ensures that the wash water reaches every part of 
the wash ware. The ROTOR-X wash system guarantees an 
outstanding cleaning result over the entire surface.

INTERLOCKED STRAINER
Clean wash water and accurate detergent dosage are 
key factors in achieving a clean and hygienic wash result. 
Efficient filter systems significantly help to keep the wash 
water clean. The interlocked strainer permanently checks 
whether the strainer is in the proper position. Otherwise, 
the control signals an alarm. The wash cycle can only be 
activated if the filter is correctly positioned.

POWER WASH IN ALL UX MODELS
The more time elapses between the utilization of the cages, 
bottles and accessories and the cleaning process, the harder 
the dirt sticks to the wash ware. After an extended period of 
drying, it may be necessary either to pre-wash the ware or  
to run it several times through the washer in order to achieve 
a perfect wash result. POWER wash generates a higher wash 
pressure which solves even tenacious dirt and rinses it off 
without pre-washing. POWER wash with special pulse spray 
nozzles guarantees perfectly hygienic results even for  
strong soiling.
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HIGH LEVEL OF ECONOMY

EXHAUST ENERGY STORAGE
When a hood-type washer is opened, hot steam escapes  
at the open rear of the hood into the room, wasting  
valuable energy. The exhaust energy storage integrated 
as a standard into the HOBART washers is based on the 
principle of a hood closed at all sides. When the machine is 
opened, the hot steam thus remains in the hood and cannot 
escape into the room. The thermal energy is retained for 
use in the system. With the energy storage provided as a 
standard, almost no humidity and energy is released into 
the room. As HOBART hood-type washers have a closed 
hood, they do not need an extra system to recover heat 
from the exhaust air. 

DRAIN HEAT RECOVERY (OPTIONAL)
Commercial washers need large amounts of energy to 
produce hot water for hygienic wash results. After the end 
of a wash cycle, waste water of a temperature of 60 °C is 
pumped off. The energy saved as heat in this water goes 
unused. Drain heat recovery uses the energy of the waste 
water, returning it to the washer. Through a heat exchanger, 
the 60 °C hot waste water is guided towards the supply of 
fresh cold water. In the resulting heat exchange, the 15 °C 
cold fresh water is heated to approx. 45 °C without any 
additional energy consumption. 

EXHAUST HEAT RECOVERY (OPTIONAL)
The optional exhaust heat recovery with the integrated 
VAPOSTOP door system uses the energy from the hot 
waste steam to heat the fresh water. The heat exchanger 
heats the inflowing cold water by approx. 20 °C, reducing 
the energy consumed for reaching the required rinse 
temperature by up to 7.8 kWh. Savings of up to  
2,028 € per year are possible.

HEAT AND SOUND INSULATED HOOD
Also during operation, the heat is retained in the system. 
The wash water does not cool off against the 15 mm thick 
walls of the hood: this increases the heat utilization and 
helps to save energy. The heat-insulated and soundproof 
hood enhances the energy-saving effect of the closed hood.

INTELLIGENT ENERGY MANAGEMENT
To reduce the total connected load of hood-type washers, 
many machines reduce the heating power in the heating 
unit. However, this extends the heating times by up to 
100%. Thanks to the intelligent energy management of 
HOBART hood-type washers, the heating unit is always filled 
at maximum boiler capacity.  
The filling time is reduced. During washing, the heater 
power can be reduced to the minimum required  to provide 
energy for the wash pump and the tank heating. Thanks 
to the intelligent use of the available energy, short heating 
times with reduced total connected load are ensured.
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EASY HANDLING

VISIOTRONIC CONTROL  
WITH REMAINING TIME INDICATOR
A control panel must show the operator key information, 
such as the programme status or alarm messages, 
immediately and at a glance. Further information about 
the current wash programme, temperature or operating 
data must be accessible quickly and easily. The intelligent 
VISIOTRONIC control satisfies all these requirements.  
All the necessary information appears in the large display, 
both in clear text and in the form of symbols. The display 
is activated by a proximity sensor and is deactivated when 
the operator moves away from the machine. The START 
button is permanently lit and uses colour coding to show 
the current operating status of the machine. The intelligent 
VISIOTRONIC control ensures simple and intuitive  
operation of the HOBART washer.

REFILL SIGNAL
The integrated refill signal indicates when detergent and 
rinse aid need refilling. This guarantees a perfect wash 
result every time. 

HYGIENE PROGRAMME
Over time, limescale and dirt particles can build up inside  
the machine. The patented hygiene programme with the 
hygiene tab INTENSIVE effectively removes these deposits, 
leaving a clean machine with a fresh smell. The programme  
is indicated after a specified number of rinse cycles.

CLIP-IN WASH AND RINSE ARMS
To make machine cleaning even more operator-friendly, 
both wash and rinse arms can be lifted out of the wash 
chamber using the CLIP-IN wash system in a single step. 
After cleaning, the wash and rinse arms can be replaced 
just as easily with no tools required. 

BLOCKED FILTER SENSOR
If a lot of bedding gets into the machine, the strainers  
may become clogged. The blocked filter sensor registers 
this, and displays a warning on the control panel.  
This function assists the operating personnel and  
ensures proper ongoing washing operation.

USB INTERFACE FOR DATA DOCUMENTATION
The documentation of relevant operating data such  
as temperature or duration of the wash programme,  
is mandatory. The VISIOTRONIC control automatically 
carries out this labour-intensive task. Via the USB interface, 
operating and hygiene parameters can be documented  
and saved completely and fast on an external terminal.
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FLEXIBILITY

AUTOMATIC HOOD LIFT (OPTIONAL)
The optional automatic hood lift opens the hood 
automatically at the end of the programme, and closes it 
at the push of a button. The automatic hood lift delivers 
maximum convenience for the operators.

BOTTLE FILLING STATION 
(AUTOMATIC/MANUAL)
The swiveling stainless steel filling rake allows the filling of 
18 or 36 bottles. For filling, simply place the bottle rack at 
the rear table edge and push it against a limit stop below 
the filling rake. If the filling rake is not in use the rake can be 
turned away against the spray protection wall to save space. 
In the automatic version, select one of 3 programmes for 
bottle loading. 250 ml, 500 ml and 750 ml volumes are set 
by default, but you can program other volumes as required. 
Manual loading is possible for all bottle sizes and is done by 
pressing a lever. 
The bottle filling station comprises the entire set, consisting 
of control cabinet and control, filling rake, mechanical fluid 
components, and setting of the bottle volumes.

MACHINE HEIGHT 2 IN 1
If necessary owing to the situation on site, the machine 
height of the PROFI UXT-TKR can be reduced by 217 mm 
with the door open. This allows for installation of the machine 
in low-ceilinged rooms. The loading height is then 650 mm.

INSTALLATION OPTIONS
Hood-type washers from HOBART can be installed anywhere 
in the scullery and adapted to suit the workflow. Hood-type 
machines can be loaded with racks from the left or the 
right. Apart from installation along a wall between a loading 
and an unloading table, all hood-type machines can be used 
as corner units for integration into table systems. Also in 
corner installations, the machine proves its flexibility as the 
racks can be loaded from the side or from the front.
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DRAWINGS
FRONT DOOR AND HOOD WASHERS

AMXXL-TKR

UXT-TKR

UXTH-TKR
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PROFI models: Illustrations show units with heat recovery. 
Maximum table profile height with AMXXL-TKR and  
corner installation: 40 mm.

*   +/- 25 mm foot adjustment
** 137 mm in models with heat recovery

*       Loading height can be reduced to 650 mm
**     Height with open door can be reduced to 2,200 mm
***   with exhaust heat recovery
**** with drain heat recovery

� drain hose                   � fresh water connection                   � connection cable                   � liquid cleaner a)                   � rinse aid a)

a) for machines with external containers
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PROFI models: Illustrations show units with heat recovery. 
Maximum table profile height with AMXXL-TKR and  
corner installation: 40 mm.

*   +/- 25 mm foot adjustment
** 137 mm in models with heat recovery

HIGH-PERFORMANCE ANIMAL CAGE PROCESSING

PROFI LINE SERIES FTNi-TKR

In the flight-type washer FTNi-TKR future-oriented technology 
is combined with excellent design and high environmental 
compatibility. With its significantly reduced energy and 
detergent consumption, the flight-type washer fulfil all the 
requirements of a cleaning and decontamination process 
tested pursuant to AK-KAB.

FLIGHT-TYPE WASHERS
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HIGH LEVEL OF ECONOMY

LOW-CHEM DETERGENT SAVING SYSTEM
Detergent is dosed straight into the wash tank.  
The wash water is permanently regenerated by fresh 
water supplied from rinsing. Therefore, detergent is added 
to maintain the concentration according to the added 
regeneration volume. The detergent saving system adds 
100 l of fresh water to the wash tank for wash water 
regeneration. Ahead of the final rinse, detergent is flushed 
off the wash ware by the pre-rinse nozzle and returned into 
the wash tank. The dosing of detergent depends on the 
regeneration water quantity. The detergent saving system 
thus reduces detergent consumption by up to 70 %.

TOP-TEMP ENERGY MANAGEMENT
This is primarily due to rinsing with heated fresh water, 
and to the air and temperature compensation between the 
machine zones. The consequences are a relatively high 
energy consumption and a heavy contamination of the 
work space with steam. The energy management system 
supplied as a standard prevents losses before they occur. 
In this system, the hot machine zones are enclosed by the 
cooler zones such as pre-wash and drying. The resulting 
temperature curtain ensures that air exchange can only 
take place within the machine. Energy management reduces 
the loss of energy by up to 30%.

CLIMATE ENERGY SAVING SYSTEM 
The machine uses energy to ensure a stable temperature 
balance within the flight-type washer, and thus constantly 
good and hygienic washing results. This energy should 
be used as efficiently as possible, and losses through the 
exhaust air should be reduced to a minimum. The innovative 
CLIMATE energy saving system prevents loss of energy and 
significantly reduces the operating costs for the machine. 
The energy in the hot exhaust air is continuously returned 
to the machine. Savings of up to 8 kWh are possible. 
The innovative CLIMATE energy saving system improves 
economic efficiency and ecology, meeting the  
requirements of our customers. 
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CONTACT-PLUS WASH SYSTEM
The application of wash water via the wash arms is,  
apart from the temperature, the main factor influencing  
the cleaning result. The precision of the wide angle nozzles 
makes it possible to reduce the distances between the 
wash arms. Thus, also wash arms which are located very 
close to one another achieve full cleaning performance. 
In connection with the 65% wider washing jet, the new 
configuration of the wide angle nozzles washes the items 
twice per wash arm. In the PROFI line, the 9 wash arms 
of the patented CONTACT-PLUS wash system ensure an 
optimum wash result thanks to the significant increase  
of the active contact time.

TRI-RINSE
The patented TRI-RINSE system consists of the pre-rinse 
nozzle, the pumped rinse, and the fresh water final rinse. 
The new pre-rinse nozzle is installed upstream of the 
pumped rinse. It rinses the wash water off the cages.  
The wash water is returned into the wash tank by deflector 
plates. The detergent concentration in the subsequent 
pump rinsing is reduced to a minimum.

3DRY DRYING SYSTEM
Many drying functions blows the warm air onto the 
washware from above. The air is reflected from bottom to 
top in an uncontrolled manner. The patented 3DRY drying 
system supplies the air to the wash ware from above and 
the side in a controlled flow via ducts and nozzles. Special 
drying wipers in the drying drawer guide the high air volume 
in a controlled manner into the cages from below. In this 
way, the 3DRY drying system guarantees perfect drying 
results for hollow bodies such as cages of all types.

CUSTOMIZABLE LID AND CAGE CONVEYOR BELT
The position of the cages and lids on the conveyor belt 
has a significant impact on the cleaning process. The 
customizable conveyor belt by HOBART ensures optimized 
supply of cages and lids by a wide range of manufacturers 
to the cleaning process. No unsprayed areas, full contact 
with the wash water, 100% cleaning, and optimum drying.

BEST WASH RESULT DRYING RESULT
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PERMANENT-CLEAN BEDDING REMOVAL

PERMANENT-CLEAN BEDDING REMOVAL 
•	 Prevents the distribution of bedding all over the machine
•	 Actively removes bedding within the zone
•	 Maintains high-level wash water quality
•	 Reduction in water, energy, and detergent consumption
•	 Reduces refilling during operation
•	 Convenient removal of bedding 

at the end of the washing shift

During busy workdays, large amounts of bedding 
accumulating in the pre-wash section of the washer cannot 
always be prevented. This increases wash water soiling and 
makes more frequent tank water changes necessary. Apart 
from that, it also has detrimental effect on the waste water 
from the machine. The PERMANENT-CLEAN bedding removal 
system automatically and actively removes coarse dirt 
from the cages in the pre-wash zone using a well-designed 
and effective filter system. The coarse dirt in this zone is 
permanently filtered out and pumped into a strainer drawer 
of the washer. This keeps pre-wash results clean at all 

times. Bedding can then be conveniently removed from 
the drawer at the end of the washing shift. This eliminates 
the time-consuming chore of emptying the strainer basket 
in between ongoing operation. The PERMANENT-CLEAN 
bedding removal system removes dirt components from 
the cleaning process before they affect the water quality, 
ensuring a permanently high quality of the wash water.  
As a result, you need to refill less cleaning chemicals during 
the ongoing process, and interim emptying of the wash tank 
can be omitted. This gives you further savings in operating 
costs. The waste water burden is reduced automatically, 
resulting in sustainable protection of the environment.
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EASY HANDLING

PROTRONIC XL CONTROL 
All key functions and data are bundled in the control of 
the washer. Thus, the control must be easy and quick 
to operate and allow for comfortable, self-explanatory 
selection of the appropriate operating options. On a clearly 
structured, coloured touch screen, the PROTRONIC XL 
control shows an innovative operating concept. Thanks  
to the simple, modern user interface, operators quickly  
and intuitively understand how to operate the machine.  
All key hygiene-related information and functions are  
visible on the large touch screen at a glance.  
Depending on their authorization level, different user  
groups can see different information. 

Additional innovative functions make the 
PROTRONIC XL unique:       
•	 Visualisation of temperatures and error messages  

for the individual zones
•	 Automatic keeping of the maintenance history  

according to DIN
•	 Comfortable data storage in the control
•	 Message management system
•	 Visualisation of the operating manual
•	 Training video can be watched directly

In handling and hygiene control, the innovate PROTRONIC XL 
Control is much more advanced than previous controls, 
which greatly simplifies the operation, documentation  
and control of the machine. 

AUTO-CLEAN SELF CLEANING SYSTEM 
Hygiene is the critical factor when handling animal cages 
and accessory equipment. For this reason, thorough 
cleaning of the flight-type washer in regular intervals is 
indispensable. This mandatory task used to require a lot 
of time-consuming manual work. This is no longer the 
case with the patented AUTO-CLEAN self cleaning system, 
a unique feature in world-wide washing technology. With 
this innovative feature, the machine auto-cleans itself. 
The sophisticated arrangement of the dedicated cleaning 
nozzles ensures thorough cleaning of the entire machine 
interior. Thanks to their innovative design, it is no longer 
necessary to remove the wash arms for cleaning. The novel 
AUTO-CLEAN system significantly reduces the operators' 
workload. Fully automated washer cleaning at the push 
of a button is a revolution in terms of operating ease and 
comfort while ensuring premium hygiene. Cleaning a flight-
type washer has never been that quick and easy.

DROP-IN WASH SYSTEM
Drawer slide for easy removal and safe insertion of  
the wash system.

CODED WASH AND RINSE ARMS
The wash and rinse arms are clearly designed to  
prevent risk of confusion when inserting.

CODED CURTAINS
Easy to take out and insert. The clear marking on the  
wash curtains prevents confusion when inserting.
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COMFORT

COMPLETELY MOULDED TANK
The tank sump and tank bottom are molded from one 
single part, preventing the accumulation of soil and bedding 
residues. This optimises cleaning and hygiene.

DISTANCE BETWEEN CONVEYOR AND BODY 
Good accessibility, even where space is limited.

FILTER DRAWING IN THE ENTRY SECTION
Can be easily removed from outside for fast cleaning in 
case of heavy soiling – without interruption of operation.  
No spilling thanks to large collection volume and high sides. 
Can optionally be installed at the face or the front at the 
machine entry section.

CODED CLEANING ASSISTANT
Blue markings on the components in the machine help the 
operator to identify the components which require cleaning.

MOLDED DRAIN CONNECTION
Soil is directed via beading to a central point and into the 
drain. This prevents soil accumulation in the tank.

CROCODILE FLAP
The major part of bedding residues and soil accumulate 
in the entry section of the machine. Via the fold-up entry 
cover, this section is easy to access and to clean without 
any time-consuming removal of panelling.
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DOCUMENTATION (optional)

AUTOMATED DOCUMENTATION
As an option, the FTNi line can be equipped with the HOBART 
DOKUTRONIC. The documentation of critical checkpoints is 
often done manually. The HOBART DOKUTRONIC function 
provides for automatic documentation of the critical 
checkpoints in the washing process. The washing and rinsing 
temperatures are shown in a clearly understandable overview.

•	 Daily / weekly report
•	 Automatic generation and dispatch of report via email
•	 Data storage
•	 Very easy to use
•	 No software installation on site
•	 Machine utilisation level is shown
•	 Total of transport stops in washing operation
•	 Graphical representation of the washing and  

rinsing temperature
•	 Documentation of operating data (ON/OFF)
•	 Deviation analysis
•	 Overview of results
•	 Graphic representation of the water and  

electrical energy consumption
•	 Overview of the transport speeds
•	 Overview of water, electricity, and detergent costs

RELIABILITY OF DOCUMENTATION
In most cases, the data to be documented are recorded 
manually at a certain point of time in the washing process. 
It only covers a small section of the entire washing process. 
Automated documentation ensures permanent recording of 
the hygiene-relevant parameters.

REMOTE DIAGNOSIS
DOKUTRONIC allows the HOBART service personnel remote 
diagnosis and remote setting of machine data. With the 
operating hours documentation function, the service for your 
machine can be tailored to its number of operating hours.

OPTIMISING THE WASHING ORGANISATION
The recorded data gives an overview of the conveyor 
speeds, interruptions in the wash process, temperature 
deviations, and standby times. Based on this data, you 
can analyse your washing process in detail. Measures 
for optimising the washing process organisation can be 
planned, such as the reduction of standby times.

COST AND CONSUMPTION CONTROL
Increasing prices for water, electricity and detergents  
make the operating costs and their analysis more and  
more important. The recorded data on the consumption  
of water, electricity, and detergent are clearly shown in  
tables and graphs, allowing for continuous cost and 
consumption control.



16

DOCUMENTATION (optional)

DATA STREAM ANALYSES
Permanent documentation of the operating data can be 
used to make an assessment over a prolonged period of 
time. It can be verified if the measures taken for operating 
process optimising were successful.

SYSTEM REQUIREMENTS
To install the system, you only need a connection to the 
mains and a data link at the machine. In this configuration, 
the HOBART DOKUTRONIC can be installed independently  
of the system. No additional program needs to be installed 
on the customer's PC.

OPERATIONAL SAFETY AND DATA SECURITY
The data is collected, evaluated, and backed up separately 
on a server. Highest security standards guarantee that 
only authorized persons can access the data. An internal 
memory ensures that data is recorded also during a failure 
of the connection to the server.
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SERIES WWA-15-TKR

No compromises are permitted when it comes to hygiene 
in research institutes and animal facilities. Thanks to 
their innovative technology, the HOBART rack washers 
offer absolute reliability in terms of hygiene and process 
safety. The WWA-TKR series ensures continuous working 

processes, saving valuable working time. The cleaning, 
drying, and decontamination performance of the HOBART  
rack washers is tested in regular intervals pursuant  
to AK-KAB specifications. 

OPTIMISED WASH PERFORMANCE – GUARANTEED HYGIENE

CAGE AND RACK WASHERS
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RELIABLE HYGIENE AT ALL TIMES

FIRST-CLASS CLEANING RESULT
The HOBART wash system makes washing more efficient 
and cost-saving. Vertical movements of all wash and rinse 
arms and the customizable stainless steel ball nozzles 
ensure that the wash water is applied to all surfaces of the 
wash ware while keeping water consumption to a minimum.

Separate pipelines for wash water and final rinse water 
prevent cross-contamination and provide optimum washing 
and disinfection results.

Thanks to the vertical up and down movement, the washing 
and rinsing system cleans all types of cages and frames 
perfectly and in accordance with the AK-KAB requirements.

SAFE DECONTAMINATION
Thermochemical disinfection for reliable hygiene at low 
energy consumption: The combination of the guaranteed 
process temperatures with disinfection and cleaning agents 
ensures the required reduction of at least 5 log levels.

POWERFUL DRYING
Up to three powerful yet low-noise drying blowers provide 
complete drying of cages and racks. This drying system by 
HOBART exceeds the results required pursuant to AK-KAB. 
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COMFORT

PROTRONIC XL CONTROL
All key functions and data are bundled in the control 
of a washer. Thus, the control must be easy and quick 
to operate and allow for comfortable, self-explanatory 
selection of the appropriate operating options. On a clearly 
structured, coloured touch screen, the PROTRONIC XL 
control shows an innovative operating concept. Thanks  
to the simple, modern user interface, operators quickly  
and intuitively understand how to operate the machine.  
All key hygiene-related information and functions are visible 
on the large touch screen at a glance. Depending on their 
authorization level, different user groups can see  
different information.

The PROTRONIC XL has some additional innovative 
functions which are unique in the market:
•	 Visualisation of temperatures and error messages  

for the individual zones
•	 Automatic keeping of the maintenance history  

according to DIN
•	 Comfortable data storage in the control
•	 Message management system
•	 Visualisation of the operating manual
•	 Training video can be watched directly

In handling and hygiene control, the innovate PROTRONIC XL 
control is much more advanced than previous controls, 
which greatly simplifies the operation, documentation and 
control of the machine.

SPACE SAVING SLIDING DOORS
Doors which open automatically allow "hand-free" working. 
Sliding doors are space-saving and in comparison to wing 
doors no opening radius has to be included. They also 
prevent moisture on the floor from water dripping off the 
swing doors. 

CUSTOMER-ORIENTED WASHING PROCESSES
Washing processes can be programmed to match 
the respective wash ware and degree of soiling for an 
optimised washing process. 

MODULAR SYSTEM
The modular system offers tailored solutions and  
the matching product for every capacity requirement  
and spatial situation. Thanks to the modular concept,  
an opening of 2 x 1 meter is large enough to move  
the parts in for installation.

ERGONOMICAL LOADING
For ergonomical loading, the washer can be installed on  
site either at floor level or at a lower level in a floor pit.

EASY MAINTENANCE
The engineering and service room is directly integrated in 
the machine. All components are easy to access, which 
reduces the time needed for maintenance and repair. 
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DOCUMENTATION (optional)

AUTOMATED DOCUMENTATION
For the WWA, the HOBART DOKUTRONIC is available  
as an option. The documentation of critical checkpoints  
is often done manually. The HOBART DOKUTRONIC function 
provides for automatic documentation of the critical 
checkpoints in the washing process. The washing  
and rinsing temperatures are shown in a clearly 
understandable overview.

•	 Daily / weekly report
•	 Automatic generation and dispatch of report via email
•	 Data storage
•	 Very easy to use
•	 No software installation on site
•	 Machine utilisation level is shown
•	 Total of transport stops in washing operation
•	 Graphical representation of the washing and  

rinsing temperature
•	 Documentation of operating data (ON/OFF)
•	 Deviation analysis
•	 Overview of results
•	 Graphic representation of the water and  

electrical energy consumption
•	 Overview of the transport speeds
•	 Overview of water, electricity, and detergent costs

RELIABILITY OF DOCUMENTATION
In most cases, the data to be documented is recorded 
manually at a certain point of time in the washing process. 
It only covers a small section of the entire washing process. 
Automated documentation ensures permanent recording  
of the hygiene-relevant parameters.

HIGH LEVEL OF ECONOMY

HEAT RECOVERY
HOBART‘s heat recovery system functions according to 
the countercurrent principle, using the energy from the 
extracted air to heat up the incoming water. The energy 
exchange takes place in the HOBART high-performance 
condenser. At the same time, the exhaust air is cooled  
and dehumidified.

EFFICIENT WASH SYSTEM
Using vertical movements, the ingenious wash system 
needs less arms. As a result, savings of energy for the 
wash pumps and of water up to 50% are possible without 
any deterioration of the washing result. Intelligent wash 
systems for efficient washing! 
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ANIMAL CAGE PROCESSING
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SAFETY

PROCESS AND OPERATOR SAFETY
Operator safety is ensured by the clearly marked 
emergency stop switches at the loading and unloading 
sides and by the easy-to-use, highly visible emergency  
stop ripcord in the cleaning chamber.

The sliding door with the large inspection window gives a 
full overview of the cleaning chamber and thus the visual 
control of the powerful cleaning process. Signal lamps 
at the loading and unloading sides indicate warnings or 
fault alarms. In the operator panel, the operator sees all 
messages in clear text.

The machine is heat-insulated which reduces the heat  
emission and lowers the noise level to below 70 dBA.

RELIABLE SYSTEM
We have many years of experience with these systems  
and use time-proven materials to guarantee the proper and 
full sequence of washing, disinfection, and drying,  
and thus absolute process reliability.

QUALITY
All HOBART machines are based on many years of 
competence and know-how in the washers industry: 
developed, designed, and made in Germany. We offer 
premium warewashing technology at low operating costs  
to benefit not only your budget but also the environment. 

LOCAL SERVICE PRESENCE
Over 170 service technicians in the HOBART customer 
service department operate nationwide, thus ensuring  
fast response and repair times.

MODEL WWA-TKR 

Performance of the washer per hour up to 10 racks

Outside dimension in mm

Length 2,265

Height 2,650

Width 2,400

Usable interior space in mm

Length 2,000

Height 2,100

Width 1,000
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MADE IN GERMANY

THE COMPANY

HOBART is one of the world’s leading manufacturers of 
commercial warewashing technology and a well known 
supplier of cooking, food preparation, and environmental 
technology. Established in 1897 in Troy, Ohio, today HOBART 
employs more than 6,900 employees around the world. At 
our manufacturing plant in Offenburg, Germany, HOBART 
develops, produces, and distributes warewashing technology 
worldwide. The hotel and catering trade, cafeterias, bakeries 
and butcher shops, supermarkets, airlines, cruise ships, 
automotive suppliers, research centres and pharmaceutical 
companies all over the world swear by our innovative 
products, which have proven themselves in terms of cost-
effectiveness and ecology for over 125 years.

OUR FOCUS
INNOVATIVE – ECONOMICAL – SUSTAINABLE

This is our philosophy. With our innovative products, we aim 
to continually set new technological standards combined 
with real added value for the customer. Our group‘s 
Technological Centre, and our own Innovation Centre for 
Warewashing Technology at our headquarters in Germany, 
make this possible. With this combined innovative power we 
create highly efficient products which continuously confirm 
our status as a driver of innovation. To be economical means 
to set standards in terms of the lowest operating costs, 
minimal use of resources and to revolutionise the market 
continuously. To be sustainable means responsible handling 
of resources and a sustainable energy policy. This applies 
not only to the product in use, but in general to all areas of 
the organisation, such as purchasing or manufacturing.

OUR VISION –
WASH WITHOUT WATER

Intensive market research has shown that our customers 
expect warewashing technology that combines efficiency 
with optimal performance. We are focused on meeting these 
demands and they form the foundation of our vision to “wash 
without water”. This vision is our continuous incentive to break 
new ground in order to constantly reduce the consumption 
of water, energy and chemicals. We continue pursuing this 
goal methodically and with the most innovative engineering.

HOBART SERVICE
COMPETENT – FAST – RELIABLE

HOBART offers a worldwide service partner network for all 
products. These technicians always carry out maintenance 
and repair work competently, quickly and reliably. Thanks to 
regular trainings and many years of experience, they have 
detailed product knowledge and will help you so that you can 
focus on your business. Good to know: The lifetime service 
warranty also guarantees the availability of all spare parts for 
the entire lifetime of your machine.

We provide this promise of quality to our customers,
and it represents our personal standard upheld

by all our staff at HOBART.
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DEUTSCHLAND/ÖSTERREICH
HOBART GMBH  
Robert-Bosch-Straße 17  I  77656 Offenburg   

Tel.: +49 781 600-0  I  info@hobart.de 

www.hobart.de

SCHWEIZ
GEHRIG GROUP AG  
Bäulerwisenstrasse 1  I  8152 Glattbrugg 

Tel.: +41 43 211 56-56 

info@gehriggroup.ch 

www.gehriggroup.ch

FRANCE
COMPAGNIE HOBART
ZI PARIS EST - Allée du 1er Mai - B.P. 68  

77312 MARNE LA VALLEE Cedex 2

Téléphone: +33 1 64 11 60 00     

contact@hobart.fr   

www.hobart.fr

DANMARK
HOBART SCANDINAVIA APS
Håndværkerbyen 27  I  2670 Greve  

Tel.: +45 43 90 50 12    

salg@hobart.dk  I  www.hobart.dk

JAPAN
HOBART (JAPAN) K.K. 
Suzunaka Building Omori

6-16-16 Minami-Oi  I  Shinagawa-ku  I  Tokyo 140-0013 

Phone: +81 3 5767 8670

info@hobart.co.jp  I  www.hobart.co.jp

THAILAND
HOBART (THAILAND)
43 Thai CC Tower Building  I  31st FL

Room No. 310-311  I  South Sathorn Rd. 

Yannawa  I  Sathorn  I  Bangkok  I  10120

Phone: +66 2 675 6279 81  I  enquiry@hobartthailand.com

www.hobartthailand.com

OTHER COUNTRIES
HOBART GMBH
Robert-Bosch-Straße 17  I  77656 Offenburg  I  Germany

Phone: +49 781 600-2820 

info-export@hobart.de 

www.hobart-export.com

SINGAPORE
HOBART INTERNATIONAL (S) PTE LTD
158  I  Kallang Way  I  #06-03/05   

Singapore 349245  

Phone: +65 6846 7117    

enquiry@hobart.com.sg 

www.hobart.com.sg 

AUSTRALIA
HOBART FOOD EQUIPMENT
Unit 1 / 2 Picken Street  I  Silverwater NSW  I  2128

Tel.: +61 2 9714 0200 

www.hobartfood.com.au

SPAIN
HOBART ESPAÑA
DIVISION DE ITW ESPAÑA, S.L.U.
Ctra de Ribes KM 31,7  

08520 Les Franqueses del Vallés, Barcelona

Phone +34 938 605 020 

info@hobart.es  I  www.hobart.es

KOREA
HOBART KOREA LLC 

7th Floor  I  Woonsan Bldg  I  108  I  Bangi-dong

Songpa-gu  I  Seoul 138-050  

Phone: +82 2 34 43 69 01

contact@hobart.co.kr    

www.hobart.co.kr

NORGE
HOBART NORGE
Gamle Drammensvei 120 A  I  1363 HØVIK 

Tel.: +47 67 10 98 00

post@hobart.no  I  www.hobart.no

UNITED KINGDOM
HOBART UK
Southgate Way  I  Orton Southgate  

Peterborough  I  PE2 6GN 

Phone: +44 844 888 7777 

customer.support@hobartuk.com 

www.hobartuk.com

BELGIUM
HOBART FOSTER BELGIUM
Industriestraat 6  I  1910 Kampenhout  

Phone: +32 16 60 60 40    

sales@hobart.be 

www.hobart.be

SVERIGE 
HOBART SCANDINAVIA APS
Varuvägen 9  I  125 30 Älvsjö

Tel.: +46 8 584 50 920   

info@hobart.se  I  www.hobart.se

NEDERLAND
HOBART NEDERLAND B.V.
Pompmolenlaan 12  I  3447GK Woerden  

Tel.: +31 348 46 26 26   

info@hobart.nl  I  www.hobart.nl

Zentraler Verkauf +49 180 300 0068  
 

Service: 

Werkskundendienst +49 800 600 1313 

für Österreich +43 820 240 599

Die Angaben in diesem Prospekt beruhen auf dem Stand 08/2025. Technische Änderungen oder Änderungen der Ausführung bleiben vorbehalten.

The details given in this brochure are correct as of 08/2025. We reserve the right to technical or design modifications.

Document non contractuel. Les indications de ce prospectus sont conformes à la mise à jour de 08/2025. Nous nous réservons le droit de modifier  
les données ou les configurations techniques de nos machines. PR
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