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1	 	 IMPORTANT NOTES

Use in Accordance with Regulations:

This Installation and Operation Instruction Manual is only valid together with the corresponding Installation and 
Operation Instruction Manual of the hood machine.

The Drainwater Utilization System is for the usage of drainwater from the dishwasher.

The handspray therefore does not supply fresh water. Users must be informed that the handspray cannot be 
used for washing foodstuffs.

Safety:
Do not clean the exterior of the Drainwater Utilization System with a water hose or high-pressure cleaner.

 The "Attention" symbol is shown beside instructions that are essential for the 
safe operation of the machine. 
Please read these passages thoroughly.

Liability:
Installations and repairs which are carried out by non-authorized technicians or the use of other than 
original spare parts, and any technical alterations to the machine, may affect the warranty set 
out in the standard conditions of sale.
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–– In principle, the tank can only be installed in new generation hood 
machines (starting with serial numbers  8658 0001).

–– Die EEprom version 897547-4 must be revision F6.2, set switching 
function S55 to "1".

2.1	 	 LOCATION

–– We recommend installation on the bottom shelf of the sink unit between 
prewash sink and dishwasher. 

–– The Drainwater Utilization System can be placed without feet on the 
existing bottom metal shelf or grid grate of the sink unit. Alternatively, it 
can be placed with feet (optional) under the sink unit.

–– The separate ON-button should be mounted near the handspray, e.g. 
below the countertop next to the sink.

–– The Drainwater Utilization System cannot be used with handsprays that 
have separate cold and warm water lines.

–– In case a handspray with separate cold and warm water lines is used, 
it must be ensured that the second water line is NOT connected to the 
fresh water inlet. Instead, it must be securely sealed.

–– To avoid blockage of the handspray, it is recommended to use the 
handspray 24784 together with the provided air disk. 

–– If other hand sprays are used, the water jets of the spray head must 
have a diameter of 1.25 mm.

–– The safety notice "No Fresh Water" must be placed clearly visible near 
the handspray.

Table constellation:

with storage shelf/rack Fasten tank to rack (see photo).

without storage shelf/
rack

Set up tank with feet

Distance between hood machine and sink: 

≥ 300 mm Position tank inbetween machine and sink.

≤ 300 mm Position tank on the other side of the sink.

Observe max. hose length

2.2	 	 OPTIONAL: 
MODIFICATION FOR STAND-ALONE MODEL

–– Screw the feet on the bottom of the unit, front and back.

–– Remove front and back panels. 

–– Mount feet on bottom of unit and fasten from the inside with the 
enclosed nuts. 

–– Reattach front and back panels.

2	 	 INSTALLATION
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2	 	 INSTALLATION

2.3	 	 FRESH WATER CONNECTION

 Must be carried out by an authorized technician according 
to the national and local codes. (observe DIN 1988).

–– Flow pressure 0.5 – 10 bar.

–– Flow pressure > 10 bar: provide for pressure-reducing valve.

–– Connect T-piece to water inlet to divide incoming water between 
machine and tank (see photo).

–– Do not kink or cut inlet hose.

–– In case an extension of the hose is necessary, this must be done using 
an appropriate pressure hose.

2.4	 	 CONNECTION TO DRAINWATER OF THE DISHWASHER

–– Connect drainwater hose of the dishwasher to connection nipple of the 
tank (see diagram).
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2	 	 INSTALLATION

2.5	 	 DRAINWATER CONNECTION

–– The connection between the Drainwater Utilization System and the on-
site drain must not exceed a max. height of 0.5 m.

–– Do not lay the drain hose loosely on the floor (the hose may wear 
through); instead, fasten on site.

–– Do not kink drain hose.

2.6	 	 SAFETY OVERFLOW CONNECTION

–– Connection via the provided HT pipes to the on-site drain.

–– Connect to wastewater disposal line via syphon (see photo).

–– Use syphon of sink or install second syphon.

–– Downward slope to drain: Drain connection must be lower than the 
overflow of the tank. (see photo).
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2	 	 INSTALLATION

2.7	 	 PRESSURE HOSE FOR PREWASH PUMP

–– Connect to stand pipe of hand spray.

–– Hose placement:
•	 ascending
•	 If necessary, shorten hose to required length.

2.8	 	 HAND SPRAY FOR MANUAL PREWASH

–– Hand spray with stand pipe (see photo):
•	 Hand spray can be used if the water jets of the spray head have a 

diameter of 1.25 mm.
•	 Separate water tap (fresh water inlet) available 

–– Hand spray with stand mixer tap:
•	 Do NOT connect second water line to the fresh water inlet, instead 

seal securely.
•	 Use the handspray 24784 together with the provided air disk. 
•	 Optional: Hand spray can be used if the water jets of the spray head 

have a diameter of 1.25 mm.
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2	 	 INSTALLATION

2.9	 	 ELECTRICAL CONNECTION

 Must be carried out by an authorized technician according 
to the national and local codes.

–– The controls of the Drainwater Utilization System must be connected to 
the controls of the dishwasher according to the switching diagram. 

–– A separate electrical connection is not necessary.

–– Use the included protective conduit to lay the cable of the Drainwater 
Utilization System to the ON-button.

In accordance with EN 60 335 (VDE 0700), the unit must be con-
nected to a potential equalizer. The connecting screw is found 
next to the cable feedthrough.

–– Power supply of tank via hood machine

–– Wiring of tank:
•	 Delivery status: connection cable on tank  
•	 Attach connection cable from the back side of the machine to the 

switch box.
•	 Use cable screw connection for strain relief (see photo).
•	 Use cable binders to tie connection cable to existing wiring harness 

of hood machine.

–– Attach tank fuse to switch box of hood machine (see photo).

2.8	 	 HAND SPRAY FOR MANUAL PREWASH

–– The hand switch, fitted on the mounting plate, is enclosed along with 
the tank.
•	 Correct mounting of the hand switch depends on the customer’s table 

model.
•	 The hand switch should be mounted at the optimal position for opera-

tor usage near the sink by a service technician. 
•	 Mounting should preferably be done by using the double-sided adhesive 

tape provided on the mounting plate. Optionally, the mounting plate 
can be screwed onto the bottom side of the table.
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 Machine ON Briefly pressing the separate ON-button activates the built-in prerinse 
pump which supplies the handspray.

If there is a break of ≥ 3 minutes (duration in which no wash program of 
the dishwasher is activated), the prerinse pump is automatically deactivat-
ed. If operation is to be continued, it must be reactivated by once again 
pressing the ON-button. 

Drain tank Pressing and holding the ON-button (1) for >3 seconds activates drainage 
and the selfcleaning program of the Drainwater Utilization System.

Pilot lamp button: Constant light	 = Drainwater Utilization System activated 
Flashing	 = Tank drainage in process 
Rapid flashing	 = Drainwater Utilization System fault  
		  (see sectionl 6. Faults)

1

3	 	 CONTROLS
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4.1	 	 PREPARATION

–– Check correct positioning of strainer.

–– Open on-site fresh water shut-off valve and turn on main switch 
of dishwasher, respectively, plug in the machine.

–– Turn-on the dishwasher according to its separate Installation and Opera-
tion Instruction Manual.

–– As soon as the the dishwasher is filled and ready for operation (con-
stant green light), the prerinse pump for the manual handspray can be 
activated by pressing the separate ON-button.

4.2	 	 PRERINSE

–– The handspray can now be used via the handswitch on the grip. 

–– As soon as the dishwasher is not used for longer than 3 minutes (dura-
tion can be set by service technician according to customer's require-
ments), the built-in prerinse pump is automatically turned off.  

–– For continued operation, the Drainwater Utilization System must be 
reactivated by using its separate ON-button.

–– Remove coarse food debris.

–– Spray off greasy food soil with cold water.

4	 	 OPERATION
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5.1	 	 DRAINING

–– Close the hood of the machine. 

–– Push and hold the ON/OFF button and hold until the button flashes 
"blue" or until the first segment of the green illuminated button goes off.

NOTE:
During the drain cycle of the dishwasher, the interior of the tank is pre-
cleaned automatically. Thereafter, it is essential to carry out the procedure 
described in section 5.2.

5.2	 	 CLEANING (DAILY)

 To clean the machine do not use any chloric, acidic, or 
abrasive products, and no metallic brushs.

–– Remove cover and take out strainer.

 The strainer should not be removed during running wash or 
drain programs of the machine.

–– Rinse strainer under running water.

–– Using leftover water in the tank, if necessary, clean the interior of the 
tank.

–– Put strainer and cover back into place.

–– Thereafter, carry out the procedure described in section 5.3.

5.3	 	 MANUAL DRAINAGE OF TANK

–– Press and hold ON-button (1) until it flashes.
The tank is drained.

–– As soon as the flashing stops, turn off the main switch of the dishwash-
er, respectively, pull the plug, and close the on-site fresh water shut-off 
valve.

5	 	 DRAINING AND CLEANING THE SYSTEM
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6	 	 FAULTS

ON-button (1) flashes rapidly. Dishwasher display shows:

CODE POSSIBLE CAUSE MEASURES
SIE --2 Tank strainer is in an incorrect position. Position strainer correctly.

F07 --1,--2 Pressure transmitter of tank defective. Call your HOBART-Servicepartner.

AL --2 Drain hose blocked. Restart drain cycle. Clean drain hose if necessary.

Dishwasher display shows:

CODE POSSIBLE CAUSE MEASURE
buS Break in communication to dishwasher. Call your HOBART-Servicepartner.

According to the fault, an error code will be shown in the upper  
display of the dishwasher (see table below).

Please report the error code to the service technician.



As continued product improvement is a policy of HOBART,  
specifications are subject to change without notice.

HOBART GmbH  
Robert-Bosch-Str. 17  
77656 Offenburg  
Telefon +49(0)781.600-0  
Fax +49(0)781.600-23 19 
E-Mail: info@hobart.de 
Internet: www.hobart.de
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