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Notes on the documentation

1.1	 Application

This document contains the most important information for the ins-
tallation and commissioning of the machine by qualified personnel, 
as well as the information required for day-to-day operation by the 
operator.

►► Keep the operating instructions and all referenced documents in 
a safe and accessible place.

►► If you sell the machine, pass on the installation and operating 
instructions.

1.2	 Layout of the documentation

Referenced documents are all instructions that describe the instal-
lation, operation, maintenance and repair of the device, as well as 
additional instructions for all accessories used.

For the operator:

–– Operation Instructions (CN and RLS)

For the specialised tradesman or HOBART service:

–– Installation Instructions (CN)

–– Floor Plan (CN)

–– Circuit Diagram (CN)

–– Service Manual (CN)

–– Service Software Manual (CN)

–– Trouble Shooting List (CN)

–– Maintenance Schedule (CN)

–– Spare Parts Catalogue (CN and RLS)

1.3	 Representation conventions

1.3.1	 Symbols used

Symbol Meaning
Beware of hazardous electrical voltage

EX
Beware of explosion

1	 Notes on the documentation
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Symbol Meaning
Beware of crushing

Beware of entanglement

Beware of hazardous substances

Beware of hand injuries

Beware of slipping

Beware of hazard area

Useful additional information and tips

1.3.2	 Representation in the text

Representa-
tion

Meaning

NOTE Important note for the operation of the machine, 
not a warning notice

► Step
Outcome/result

‒ Listing 1st level
• Listing 2nd level
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Safety instructions and regulations

1.1	 Safety instructions and warning notices

►► During machine operation, observe the general safety instruc-
tions and warning notices that precede each action.

1.1.1	 Hazard levels

The hazard level is part of the safety instructions and is denoted by 
the signal word. Potential consequences are differentiated by the 
choice of signal word.

GEFAHR
imminent danger: 
results in serious physical injury or death

WARNUNG
potentially hazardous situation: 
can cause serious physical injury or death

VORSICHT
potentially hazardous situation: 
can cause minor physical injury

ACHTUNG
potentially harmful situation: 
can cause damage to the product or other objects

1.1.2	 Layout of warning notices

Warning notices are depicted with warning symbols and signal 
words in the corresponding safety colours.

! CAUTION
Nature and source of the hazard
Explanation on the nature and source of the hazard

►► Measures for averting the hazard
►► Additional measures for averting the hazard, where applicable

1.2	 Basic safety instructions

1.2.1	 Product safety

The machine conforms to state-of-the-art technology and the re-
cognised safety regulations. Nonetheless, hazards may occur.

Operate the machine only if it is in perfect working order, and in 

2	 Safety instructions and regulations
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compliance with the operating instructions.

All modifications and alterations to the product are reserved for 
persons authorised by HOBART.

1.2.2	 Personnel qualification

►► Observe the regulations on occupational health and safety. 
Wear personal protective equipment.

►► Carefully read through the installation and operation instructions 
before use.

Activity User group Qualification/training
Installation Qualified personnel Authorised electrician (qualified electrician or persons who 

have undergone equivalent training)
Trainees Only under appropriate supervision and inspection

Commissioning Qualified personnel Authorised electrician (qualified electrician or persons who 
have undergone equivalent training)

Trainees Only under appropriate supervision and inspection
Work on the electrical 
system

Qualified personnel Qualified electrician

Operation Laymen Training by the operator using the operating instructions, 
hazard briefing

Disabled persons Training by the operator using the operating instructions, 
hazard briefing

Children from 16 years 
old

Training by the operator using the operating instructions, 
hazard briefing, only under supervision

Children up to 16 years 
old

Not permitted

Maintenance, repair Qualified personnel Hobart Service or Hobart trained service technicians
Trainees Only under appropriate supervision and inspection

1.2.3	 Product-specific hazards

Avoid body parts being crushed or knocked:

►► Observe the instructions on the packaging for storage, lifting or 
transporting.

►► Transport is reserved for certified and trained personnel.

►► Only certified qualified personnel are permitted to install and 
assemble the machine.

►► Ensure that the operators wear tight-fitting clothing.

►► Do not intervene into the transport during operation.

Avoid body parts being cut:

►► Wear personal protective equipment when removing the pa-
cking bands, unpacking the modules and tensioning the con-
veyor belt.
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►► Wear protective gloves when cleaning the machine.

Avoid risk of explosion:

►► Do not install machine in a potentially explosive location.

Avoid electric shock:

►► Do not allow water to flow over live components.

–– Make sure the machine is correctly stored (see frost damage 
section 1.3). 

–– Do not spray the outside of the machine with a water hose or 
high-pressure cleaner.

►► Have the machine connected to the dishwasher only by quali-
fied personnel.

►► Have wearing or faulty parts replaced only by certified, qualified 
personnel.

Avoid fire risk:

►► Do not allow water to flow over live components.

–– Make sure the machine is correctly stored (see frost damage 
section 1.3). 

–– Do not spray the outside of the machine with a water hose or 
high-pressure cleaner.

►► Have the machine connected to the power supply only by quali-
fied personnel.

►► Have all modifications to the machine, repairs and maintenance 
carried out only by qualified personnel.

Avoid chemical burns, sensitisation of the skin, poisoning:

►► Wear protective equipment (gloves, safety goggles, protective 
clothing) when handling chemicals.

►► Use only suitable chemicals. Observe the manufacturer's data.

►► Disconnect the machine from the mains prior to cleaning.

Avoid risk of falling:

►► Do not step on the rack loading station when assembling the 
machine.

Avoid slipping:

99 Moisture can build up on the machine floor.

►► Provide a floor covering that is guaranteed to be non-slip in 
case of moisture.

1.3	 Property damage

Avoid frost damage:

99 Temperatures below 0°C during transport/storage cause func-
tion impairments.

►► Prior to installation, store the machine at room temperature 
(min. 15°C) for 24h.
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Avoid water damage:

►► Do not operate the machine without supervision.

►► Close on-site shut-off valves at the end of operation.

Avoid environmental hazards:

►► Dispose of the machine correctly and in accordance with envi-
ronmental regulations (see section 9)
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Product description

1.1	 General view and elements

Rack loading station

1

24

5

6

3

7

� Pendulum sprinkler
� Screen box
� Base frame
� Drain
� Mixer tap
� Construction of upper shelf
� Conveyor

3	 Product description
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1.2	 Intended purpose

The machine is an item of technical equipment intended solely 
for transporting soiled crockery in racks. It may only be operated 
together with a HOBART dishwasher.

1.3	 Conformity

See separate EC Conformity Declaration.

1.4	 Designation

The rating plate is located on the control box of the dishwasher and 
contains the following information: model, serial number, date of 
manufacture, country of manufacture, voltage, connection rating, 
design-state number and CE mark.

1.5	 Technical specifications

See separate floor plan.

Noise emission:

Workplace-related emission value: <=70 dB (A).
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1.1	 Personnel qualification

Installation is reserved for qualified personnel (see section 1.2.2).

1.2	 Special safety instructions

! WARNING
Risk of electric shock, fire hazard
Water (frost damage, machine overflow) flowing over live compo-
nents can cause injury from electric shock or fire.

►► Do not allow water to flow over live components.
►► Make sure the machine is correctly stored (see frost damage 
section 1.3).

►► Make sure that the machine does not overflow when being 
operated.

! WARNING
Risk of explosion
Installing the machine in a potentially explosive location can cause 
explosion and serious injury from ejected parts.

►► Do not install machine in a potentially explosive location.

CAUTION
Frost damage
Temperatures below 0°C during transport/storage cause function 
impairments.

►► Prior to installation, store the machine at room temperature 
(min. 15°C) for 24h.

1.3	 Transporting to the installation location

! WARNING
Risk of being crushed or knocked
When being lifted and transported, the machine can overturn or fall 
and cause serious injury.

►► Observe the instructions on the packaging for storage, lifting or 
transporting.

►► Have the machine transported only by certified and trained 
personnel.

EX

4	 Installation
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►► If possible transport it in its packaging and on the pallet.

►► If a forklift is used, put a wooden frame under the machine.

►► Use suitable transport means (elevating truck, crane etc.).

►► Push on rollers.

►► Avoid damage to floors and doors.

►► Avoid damage to the machine.

1.4	 Removing the packaging

! CAUTION
Risk of being cut
Removing the packing bands can cause cut injuries. When unpa-
cking the modules, the sharp edges of the sheet parts can cause 
cut injuries.

►► Wear personal protective equipment.

►► Cut off packing bands.

►► Remove outside carton.

►► Remove pallet.

►► Remove packaging materials and accessories from the machi-
ne.

►► Inspect the machine for possible transport damage.

1.5	 Installing the machine

! CAUTION
Risk of being crushed
Body parts can be crushed while the machine is being set down.

►► Have the machine installed only by certified, qualified person-
nel.

►► Wear protective gloves.

NOTE: If the machine is delivered in separate modules, align 
the largest machine part at the installation location first (see 
also 1.6).

►► Align the machine according to the installation plan.

►► Observe wall clearances according to the installation plan.

►► By turning the adjustable feet, set the machine to the height of 
the dishwasher.

►► Level out an unevenness in the floor.

►► Distribute machine weight equally onto all feet.
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1.6	 Mount machine on dishwasher

! WARNING
Risk of being crushed or knocked
When assembling modules, raised machine parts can overturn or 
fall and cause serious injuries.

►► Have the modules assembled only by certified, qualified per-
sonnel.

►► Wear personal protective equipment.

! CAUTION
Risk of being cut
When assembling modules, sharp edges on sheet parts can cause 
cut injuries.

►► Have the modules assembled only by certified, qualified per-
sonnel.

►► Wear protective gloves.

►► Remove covers.

Affixing sealing tape:

99 Remove any old seals.

►► Affix sealing strip no. 168 834-14 all the way around one of the 
two contact surfaces.

►► Allow the strip ends to overlap in the corners.

Adding next modules:

►► Level the height (see 1.5).

►► Connect modules (use screws SK M6 x 12, washers, spring 
rings and nuts supplied).

►► Cut off protruding sealing tape with knife.

►► In case of a rack loading station without its own drive, connect 
the transport rod assembly with the crossmember of the trans-
port frame of the dishwasher. Use included rod assembly.

1.7	 Connect electrical loads (option)

NOTE: Follow the wiring diagram and the labels on wires and 
terminals.

►► Connect electrical loads according to the circuit diagram of the 
dishwasher.

►► While doing so, lay the cables such that they are not damaged 
during operation and cleaning.



IO-0000000195-001-EN / 20. Jul. 201516 HOBART

RLS� Installation and Operation InstructionsEN
Installation

1.8	 Connecting to the power supply (option)

The machine does not have its own power supply. The drive motor 
is provided with power from the dishwasher.

! WARNING
Risk of electric shock
Failure to connect properly to the power supply can cause mortal 
danger from electric shock.

►► Have the machine connected to the power supply only by quali-
fied personnel.

NOTE: To guarantee the electrical safety of the machine, it 
must be connected to the protective earthing equipment of 
the dishwasher. In addition, the machine must be connected 
with the equipotential bonding connection. The terminal screw 
for this purpose ( ) is located at the bottom next to the cable 
bushing of the dishwasher (see operating instructions of the 
dishwasher).

These fundamental safety requirements and the professional 
design of the on-site installation must be verified by a quali-
fied electrician.

Hobart does not accept any liability for damage caused by 
improper installation! Any applicable local installation instruc-
tions must be observed!

The mains cable must be connected via a cut-out device (main 
switch or accessible plug device).

1.9	 Connecting the water

NOTE: The machine must be operated with potable water.

►► Connect water supply and drain pipes according to the installa-
tion plan.

►► Connect machine connections DN 20 (3/4") to the on-site water 
supply.

►► Provide shut-off valves on site.
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1.10	 Connecting the drain
►► Connect drains to the on-site wastewater system.

►► Fit floor drain of scullery with siphon.
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Commissioning

1.1	 Personnel qualification

Commissioning is reserved for qualified personnel (see section 
1.2.2).

1.2	 Special safety instructions

NOTE: Before commissioning the machine, the relevant elec-
trical safety checks 
must be performed according to the locally applicable regula-
tions! (see also 1.6).

1.3	 Carry out checks

►► Turn off the main switch of the dishwasher.

►► Remove all covers.

►► Turn on main switch.

Checking safety functions:

►► Check EMERGENCY STOP.

►► Check conveyor block according to installation report 3.1.

Check rotational direction of the motor (see rotational direc-
tion arrows (option)):

►► Check drive motor.

Search for and eliminate potential leakages:

►► Check drain pipes.

►► Check machine housing.

►► Reattach all covers.

5	 Commissioning



IO-0000000195-001-EN / 20. Jul. 2015 19HOBART

Installation and Operation Instructions� RLS EN
Operation

1.1	 Personnel qualification

The machine must be operated by instructed personnel (see sec-
tion 1.2.2).

1.2	 Special safety instructions

! WARNING
Crushing or entanglement hazard
Loose items of clothing can be caught in the conveyor when opera-
ting the machine and cause serious crushing injuries.

►► Ensure that the operators wear tight-fitting clothing.

! WARNING
Danger of slipping
Moisture can build up on the machine floor and cause slipping.

►► Provide a floor covering that is guaranteed to be non-slip in 
case of moisture.

1.3	 Preparations for washing

1.3.1	 Switch on machine

O

I

►► Turn on the main switch of the dishwasher.

Transport is starting and will stop automatically with the transport of 
the dishwasher (observe operating instructions of the dishwasher!).

6	 Operation
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1.4	 Pressing the EMERGENCY STOP button 
(dishwasher)

The machine can be switched off completely in case of emergen-
cy.

99 The EMERGENCY STOP button must be unlocked during 
operation.

►► Press the EMERGENCY STOP button.

�� The machine switches off completely.
�� However, the machine is not voltage-free.

1.5	 Switching off the conveyor

If required, the conveyor can be switched off manually.

Switching off the conveyor:

►► For this purpose, briefly press the CONVEYOR OFF button of 
the dishwasher.

Restarting the conveyor:

►► Press the ON/OFF button of the dishwasher again.

In this context, refer to the operating instructions of the dishwasher.

1.6	 Executing daily cleaning

! WARNING
Risk of electric shock, fire hazard
If the machine is cleaned from the outside with a jet of water, water 
can penetrate the machine and flow over live components. This 
can cause injuries through electric shock or fire.

►► Do not spray the outside of the machine with a water hose or 
high-pressure cleaner.

! CAUTION
Risk of being cut
When cleaning the machine, sharp edges of sheet parts can cause 
cut injuries.

►► Wear protective gloves.
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CAUTION
Property damage
The use of unsuitable agents can cause corrosion damage.

►► Do not use any chloric, acidic or metal-containing additives to 
clean the machine.

►► Do not use metal brushes.

Please observe your in-house hygiene guidelines.

O

I

►► Turn off main switch.

►► Remove and empty screen box.

►► Hose down and clean the machine interior.

►► Check the interior for residual soiling and washware parts and 
remove as required.
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1.1	 Special safety instructions

! WARNING
Risk of electric shock
When replacing worn or faulty parts, contact with current-carrying 
parts can cause serious injuries through electric shock.

►► Have these activities carried out only by certified, qualified 
personnel.

1.2	 Rectifying faults

Fault Reason Troubleshooting/Remedial action
Rack loading station is at a stand-
still.

Emergency stop switch actuated Unlock emergency stop switch

Rack loading station does not start Problem with power supply or mo-
tor damage

Check voltage and current consump-
tion, change e-motor

Motor protection disintegrates Motor damage or defective trans-
mission

Contact after-sales service

Noise (soughing) of the motor Loss or lack of oil Contact after-sales service
Rack jammed Worn or damaged rack

Driver (transport finger) loose

Replace rack

Fasten driver, contact after-sales 
service if necessary

7	 Maintenance and repair
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In order to maintain the warranty, as well as a permanently safe, 
efficient, and trouble-free operation of the machine(s), the required 
maintenance must be carried out by authorized service technici-
ans.

We therefore recommend the conclusion of an inspection and 
maintenance contract, which guarantees qualified support by 
specially trained service technicians according to a time schedule 
based on the operating conditions.

In Germany, your HOBART machines and systems are governed 
by the Ordinance on Industrial Health and Safety and must be 
inspected by a qualified electrician in accordance with the intervals 
specified in BGV A3.

8	 Maintenance
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Disposal

The machine operator is responsible for disposing of the machine 
and its operating materials correctly and in accordance with envi-
ronmental regulations. Observe the national and local legal provisi-
ons and regulations.

9	 Disposal
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