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Notes on the documentation

1 Notes on the documentation

1.1 Application

This document contains the most important information for the ins-
tallation and commissioning of the machine by qualified personnel,
as well as the information required for day-to-day operation by the
operator.

> Keep the operating instructions and all referenced documents in
a safe and accessible place.

» If you sell the machine, pass on the installation and operating
instructions.

1.2 Layout of the documentation

Referenced documents are all instructions that describe the instal-
lation, operation, maintenance and repair of the device, as well as
additional instructions for all accessories used.

For the operator:

— Operation instructions

For the specialised tradesman or HOBART service:
— Installation instructions

— Floor plan

— Circuit diagram

— Trouble shooting list

— Spare Parts Catalogue

1.3 Representation conventions

1.3.1 Symbols used

Symbol Meaning
Beware of hazardous electrical voltage

Beware of explosion

Beware of crushing

>
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Meaning

Beware of hazard area

Beware of hazardous substances

Beware of hand injuries

Beware of slipping

Beware of entanglement and crushing

Useful additional information and tips

ol di g d >4 >4

1.3.2 Representation in the text

Representa- | Meaning

tion

NOTE Important note for the operation of the machine,
not a warning notice

> Step

L Outcome/result

Listing 1st level

Listing 2nd level
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Safety instructions and regulations

2 Safety instructions and regulations

21  Safety instructions and warning notices

» During machine operation, observe the general safety instruc-
tions and warning notices that precede each action.

2.1.1 Hazard levels

The hazard level is part of the safety instructions and is denoted by
the signal word. Potential consequences are differentiated by the
choice of signal word.

imminent danger:
A DANGER results in serious physical injury or death

potentially hazardous situation:

AWARN'NG can cause serious physical injury or death

potentially hazardous situation:

A CAUT'ON can cause minor physical injury

OTICE potentially harmful situation:
can cause damage to the product or other objects

21.2 Layout of warning notices

Warning notices are depicted with warning symbols and signal
words in the corresponding safety colours.

/\ CAUTION

Nature and source of the hazard

Explanation on the nature and source of the hazard

» Measures for averting the hazard

» Additional measures for averting the hazard, where applicable

2.2 Basic safety instructions

2.2.1 Product safety

The machine conforms to state-of-the-art technology and the recog-
nised safety regulations. Nonetheless, hazards may occur.

Operate the machine only if it is in perfect working order, and in

HOBART BA-22093-001-EN / 16.12.2015 7
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compliance with the operating instructions.

All modifications and alterations to the product are reserved for
persons authorised by HOBART.

2.2.2 Personnel and user qualifications
» Observe the regulations on occupational health and safety.
» Carefully read through the operation instructions before use.
Activity User group Qualification/training
Installation Qualified personnel Authorised electrician (qualified electrician or persons who

have undergone equivalent training)

Trainees

Only under appropriate supervision and inspection

Commissioning

Qualified personnel

Authorised electrician (qualified electrician or persons who
have undergone equivalent training)

Trainees

Only under appropriate supervision and inspection

Work on the electrical
system

Qualified personnel

Qualified electrician

Operation

Laymen

Training by the operator using the operating instructions,
hazard briefing

Disabled persons

Training by the operator using the operating instructions,
hazard briefing

Children from 16 years
old

Training by the operator using the operating instructions,
hazard briefing, only under supervision

Children up to 16 years
old

Not permitted

Maintenance, repair

Qualified personnel

Hobart Service or Hobart trained service technicians

Trainees

Only under appropriate supervision and inspection

Usage

Diners

Disabled persons

Children from 16 years
old

Children up to 16 years
old

Only in the serving tray return area, in the specified manner

2.2.3

Product-specific hazards

Avoid body parts being crushed or knocked:

» Observe the instructions on the packaging for storage, lifting or

transporting.

» Transport is reserved for certified and trained personnel.

» Only authorised personnel are permitted to install the machine

and assemble the modules.

» Ensure that the operators wear tight-fitting clothing.

» Do not reach into the conveyor belt during operation.

BA-22093-001-EN / 16.12.2015
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Avoid body parts being cut:

» Wear personal protective equipment when removing the
packing bands, unpacking and assembling the modules and
tensioning the conveyor belt.

» Wear protective gloves when cleaning the machine.

Avoid risk of explosion:

» Do not install machine in a potentially explosive location.

Avoid electric shock:
» Do not allow water to flow over live components.

— Make sure the machine is correctly stored (see frost damage
section 2.3).

— Do not spray the outside of the machine with a water hose or
high-pressure cleaner.

» Have the machine connected to the power supply only by quali-
fied personnel.

» Have the motors checked only by certified, qualified personnel
and in accordance with the operation instructions.

» Have wearing or faulty parts replaced only by certified, qualified
personnel.

Avoid fire risk:
» Do not allow water to flow over live components.

— Make sure the machine is correctly stored (see frost damage
section 2.3).

— Do not spray the outside of the machine with a water hose or
high-pressure cleaner.

— Do not spray the machine from below using the water hose.

» Have the machine connected to the power supply only by quali-
fied personnel.

» Have all modifications to the machine, repairs and maintenance
carried out only by qualified personnel.

Avoid chemical burns, sensitisation of the skin, poisoning:

» Wear protective equipment (gloves, safety goggles, protective
clothing) when handling chemicals.

> Use only suitable chemicals. Observe the manufacturer's data.
» Disconnect the machine from the mains prior to cleaning.
Avoid slipping:

v Moisture can build up on the machine floor.

» Provide a floor covering that reduces the risk of slipping when
wet.

Hygiene regulations not observed:

» Hygiene regulations must be observed and/or demonstrated in
accordance with the national provisions.

HOBART
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Safety instructions and regulations

2.2.4 Additional hazards

Potential hazards caused by operating resources to be used can
be found in the enclosed safety datasheets. Workplaces must be
signed accordingly.

2.3 Property damage

Avoid frost damage:

v' Temperatures below 0°C during transport/storage cause func-
tion impairments.

» Prior to installation, store the machine at room temperature
(min. 15°C) for 24h.

Avoid environmental hazards:

» Dispose of the machine correctly and in accordance with envi-
ronmental regulations (see section 70)

10 BA-22093-001-EN / 16.12.2015 HOBART
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Product description

3 Product description

3.1 Intended purpose

The round belt conveyor is intended exclusively for transporting
individual covers for dirty wash ware on serving trays.

The maximum single load of 5kg must not be exceeded.
Unsuitable for transporting wash ware racks or individual items.

Must not be walked on or used to transport persons.

3.2 Conformity

See separate EC Conformity Declaration.

3.3 Designation

The rating plate is located in the control box and contains the
following information: model, serial number, date of manufacture,
country of manufacture, voltage, connection rating, design-state
number and CE mark.

3.4 Technical specifications

Dimensions (H x W x D) see installation plan

Voltage see rating plate

Total connected load

Fuse protection

Noise emission (workplace-related emission | Emission sound pressure level LpA <70 dB (A)
value)
Measurement uncertainty kpA = 2.5 dB

Weight See package

HOBART BA-22093-001-EN / 16.12.2015 1
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Controls

4 Controls

EMERGENCY STOP button
Machine is switched off, but not voltage free.
Must be unlocked for operation.

NOTE: Do not turn off a running system by pressing the
Emergency Stop button. Use only in an emergency.

Start button

Starts the conveyor when:

the main switch is turned on.
all EMERGENCY STOP buttons are unlocked.

the folding segment is in the operating position (option).

the height limiter has not tripped (option).

the stacking function is ready (option).
switches off the round belt conveyor.

©@ e

Main switch

For operation, must be set to position I, for repair and mainte-
nance work to position 0.

NOTE: Do not turn off a running system by pressing the
main switch. Use only in an emergency.

/\\ WARNING

External voltage

Even when the main switch is turned off, external voltage can be
present in the switch box and cause injury through electric shock.

The areas are marked with the following labels:

|

|

1

|

ACHTUNG! I |

Auch bei ausgeschaltetem | |
Hauptschalter unter Spannung mmj '.H

AITENTION | Fremespannung |

Voltage also present when | |

main switch is turned off I m n '. ]

Attention! ! 1

Sous tension méme si |j m w‘ ]

Finterrupteur principal est coupé [ . m “ |

1

L m o aom oo g
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Installation

5 Installation

5.1 Personnel qualification

Installation is reserved for qualified personnel (see section 2.2.2).

5.2 Special safety instructions

Risk of electric shock, fire hazard

Water (frost damage) flowing over live components can cause
injury from electric shock or fire.

» Do not allow water to flow over live components.

» Make sure the machine is correctly stored (see frost damage
section 2.3).

/\ CAUTION

Risk of being crushed or knocked
When being lifted or transported, the machine can overturn or fall

_m and cause injury.

» Observe the instructions on the packaging for storage, lifting or
transporting.

Risk of explosion

Installing the machine in a potentially explosive location can cause
explosion and serious injury from ejected parts.

» Do not install machine in a potentially explosive location.

NOTICE

Frost damage

Temperatures below 0°C during transport/storage cause function
impairments.

» Prior to installation, store the machine at room temperature
(min. 15°C) for 24h.

HOBART BA-22093-001-EN / 16.12.2015 13
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5.3

5.4

5.5

Transporting to the installation location

/\\ WARNING

Risk of being crushed or knocked

When being lifted and transported, the machine can overturn or fall

and cause serious injury.

» Observe the instructions on the packaging for storage, lifting or
transporting.

» Have the machine transported only by certified and trained
personnel.

If possible transport it in its packaging and on the pallet.

If a forklift is used, put a wooden frame under the machine.
Use suitable transport means (elevating truck, crane etc.).
Push on rollers.

Avoid damage to floors and doors.

vVvyYvyVvVvyyeypy

Avoid damage to the machine.
Removing the packaging

/\ CAUTION

Risk of being cut

Removing the packing bands can cause cut injuries. When unpa-
cking the modules, the sharp edges of the sheet parts can cause
cut injuries.

» Wear personal protective equipment.

» Cut off packing bands.

» Remove outside carton.

» Remove pallet.

» Remove packing materials and accessories from the machine.

» Inspect the machine for possible transport damage.

Installing the machine

/\ CAUTION

Risk of being crushed
Body parts can be crushed while the machine is being set down.

» Have the machine installed only by certified, qualified person-
nel.

» Wear protective gloves.

14 BA-22093-001-EN / 16.12.2015 HOBART
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Controls

NOTE: If the machine is delivered in separate modules, align
the largest machine part at the installation location first (see
also 5.6).

» Align the machine according to the installation plan.
» Observe wall clearances according to the installation plan.

» Turn the adjustable feet to set the machine to the height speci-
fied in the floor plan.

» Level out an unevenness in the floor.

» Distribute machine weight equally onto all feet.

5.6 Assembly of modules

/\\ WARNING

Risk of being crushed or knocked

When assembling modules, raised machine parts can overturn or
m fall and cause serious injuries.

» Have the modules assembled only by certified, qualified per-
sonnel.

» Wear personal protective equipment.

/\ CAUTION

Risk of being cut

When assembling modules, sharp edges on sheet parts can cause
cut injuries.

» Have the modules assembled only by certified, qualified per-
sonnel.

» Wear protective gloves.

Place modules next to one another:
» Level the height.

» Connect the modules with one another.

Lift transport feet and castors (if present):

» Unscrew transport feet and castors return to the HOBART
branch.

%
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5.7

5.8

5.9

Connecting electrical loads

NOTE: Follow the wiring diagram and the labels on wires and
terminals.

» Unroll cable bundles and draw through the existing cable duct.

» Screw the cables to the connection terminals of the loads.

Installing the EMERGENCY STOP link

/\\ WARNING

Risk of electric shock

Arinsing system can comprise, as an overall system, several indi-
vidual machines and/or active system parts with separate power
supply. Touching live contacts on deactivated machines can be
fatal due to electric shock.

» Have the machine connected to the power supply only by quali-
fied personnel.

» Make sure, before installing the EMERGENCY STORP link, that
all affected machines have been switched off.

» Establish the Emergency Stop link in accordance with the wiring
diagram.

» Test the EMERGENCY STOP link by tapping various emer-
gency top buttons on the linked machines and/or active system
parts.

» Observe any defined EMERGENCY STOP areas. (see 7.9)
Connecting to the power supply

/\\ WARNING

Risk of electric shock

Failure to connect properly to the power supply can cause mortal
danger from electric shock.

» Have the machine connected to the power supply only by quali-
fied personnel.

NOTE: To guarantee the electrical safety of the machine, it
must be connected to the protective earthing equipment ins-
talled as instructed. In addition, the machine must be attached
to the equipotential bonding connection. The connection

screw (V) provided for this purpose is located at the rear of
the control box beside the cable inlet.

With frequency converter-controlled machines and the corre-
sponding use of a residual current protective device (FI/RCD),
this must be rated as type B (sensitive to alternating/direct
currents).

16 BA-22093-001-EN / 16.12.2015 HOBART
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These fundamental safety requirements and the professional
design of the on-site installation must be verified by a quali-
fied electrician.

Hobart does not accept any liability for damage caused by
improper installation! Any applicable local installation instruc-
tions must be observed!

The mains cable must be connected via a cut-out device (main
switch or accessible plug device).

The power supply must be consistent with the data on the rating
plate.

» Open the control box and take out the wiring diagram from the
inside of the door.

» Fuses and cable cross section must be designed accordingly.

Draw mains cable (HO7-RN-F) through cable gland at the bot-
tom of the control box rear panel.

v

Connect wires to main terminals or to main switch (if built-in).
Tighten all terminal screws in the control box.

Tighten cable gland, seal cable sleeve.

vVvyyvyy

Install system with separate control box according to the local
regulations.

HOBART
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6

Commissioning

6.1

6.2

6.3

Personnel qualification

Commissioning is reserved for qualified personnel (see section
2.2.2).

Special safety instructions

NOTE: Before commissioning the machine, the relevant
electrical safety checks must be performed according to the
locally applicable regulations!

/\\ WARNING

Risk of electric shock

When checking the motors, contact with live components can lead
to serious injury.

» Have these activities carried out only by certified, qualified per-
sonnel and in accordance with the operation instructions.

Starting the commissioning procedure

The commission procedure is performed by the service engineer.
If necessary, the preset conveyor speed is adjusted to suit the
customer's requirement and a function test is carried out using the
original set of covers.

18
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Operation

7 Operation

71 Personnel qualification

The machine must be operated by instructed personnel (see sec-
tion 2.2.2).

7.2  Special safety instructions

Risk of electric shock

If the machine is not turned off correctly, electric shock can occur
and cause serious injuries.

» Work on the underside of the carcass only when the main
switch is turned off.

» Exercise particular caution when operating certain parts of the
system (e.g. folding segment, rack shelf etc.).

Danger of slipping
Moisture can build up on the machine floor and cause slipping.
» Provide a floor covering that reduces slippage when wet.

Crushing/entanglement hazard
© Loose items of clothing can be caught in the conveyor belt when
@ operating the machine and cause serious crushing injuries. In the
area of the lowered supply pipe, body parts can become entangled
or crushed between underside of the carcass and wash ware.

» Ensure that the operators wear tight-fitting clothing.

» Persons with long hair must wear personal protective equip-
ment.

» Do not reach below the transport carcass while it is running.

» Observe the crushing point warning notice.

NOTICE

Property damage

If wash ware parts are placed too high in the area of the lowered
supply pipe, they can knock against the carcass edge of the RBC
and cause damage.

» Observe the maximum permitted height of the wash ware.
» Do not place wash ware parts too high in front of the RBC.

HOBART BA-22093-001-EN / 16.12.2015 1
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Operation

7.3 Preparation

» Correctly position the serving tray dispenser (option) in the
stacking facility.

» Close the folding segments (option).
» The EMERGENCY STOP button must be unlocked.

» Turn on main switch.

7.4 Operation

» Press the START button.

» Place the serving trays in the centre of the round belt conveyor.

7.5 Holding and fixed cycle operation (option)

» Set the selector switch to "ON".

ACCUMULATION
STAUTAKT

» The separately driven delivery section operates continuous-
ly. At the end of the section, a light barrier switches on the
downstream conveyor section until it is cycled on by one ser-
ving tray length.

7.6  Normal operation after holding and fixed
cycle mode

» Turn the selector switch to "OFF" and press the start button.
ACCUMULATION

STAUTAKT

» Round belt conveyor switches to continuous operation. The
holding section can be emptied.

20 BA-22093-001-EN / 16.12.2015 HOBART
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1.7
7.8
7.9
791

Switch off machine

» Do not load any further serving trays.

» Press the STOP button.

Switching off the machine automatically
(option)

Switches off the conveyor when:

» The height limiter (if present) indicates that parts on the serving
tray are higher than the limiter allows.

» The serving tray query (if present) indicates that the next ser-
ving tray rinsing machine is not ready for operation.

» The serving tray dispenser (if present) is full.
» When the holding and fixed cycle section (if present) is full.

» Optional: Optical or acoustic signal

Pressing the EMERGENCY STOP button

The machine can be switched off completely in case of emergency.

v' The EMERGENCY STOP button must be unlocked during
operation.

» Press the EMERGENCY STOP button.

> The machine switches off completely.
- However, the machine is not voltage-free.

EMERGENCY STOP link /RBC function

To allow the various machine areas to be shut down in emergency
situations, EMERGENCY STOP buttons are mounted at various
places on the machine.

Pressing an EMERGENCY STOP button effectively shuts down all
active areas of the machine.

» Any EMERGENCY STOP button can be pressed to shut down
the machine.

HOBART BA-22093-001-EN / 16.12.2015 21
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» The machine can be restarted only when all EMERGENCY
STOP buttons have been unlocked.

» When the machine is in normal operation, EMERGENCY STOP
buttons must not generally be used to shut it down.

7.9.2 EMERGENCY STOP areas / overall system

The overall machine is designed in such a manner that all EMER-
GENCY STOP buttons are linked to the active system parts in the
visible area concerned.

7.9.3 EMERGENCY STOP link / function of the overall
system

To allow the various parts of the overall system to be shut down in
emergency situations, EMERGENCY STOP buttons are mounted
at various places on the system.

The linking described above allows all active system parts located
in the respective visible area of the Emergency Stop to be shut
down.

» Any EMERGENCY STOP button can be pressed to shut down
system parts in the visible area concerned.

» The overall system can be restarted only when all EMERGEN-
CY STOP buttons have been unlocked.

» When the system is in normal operation, EMERGENCY STOP
buttons must not generally be used to shut it down.

7.10 End of operation

» Turn off main switch.

22 BA-22093-001-EN / 16.12.2015 HOBART
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Operation

7.11 Executing daily cleaning

/\\ WARNING

Risk of electric shock, fire hazard

If the machine is cleaned from the outside with a jet of water, water
can penetrate the machine and flow over live components. This
can cause injuries through electric shock or fire.

» Do not spray the outside of the machine with a water hose or
high-pressure cleaner.

/\ CAUTION

Chemical burns, sensitisation of the skin, poisoning

The use of unsuitable chemicals can cause injury.

» Use only commercial detergent and rinse aid.

» Observe the manufacturer's application and safety instructions.

/\\ CAUTION

Risk of being cut

When cleaning the machine, sharp edges of sheet parts can cause
cut injuries.

» Wear protective gloves.

NOTICE

Property damage
The use of unsuitable agents can cause corrosion damage.

» Do not use any chloric, acidic or metal-containing additives to
clean the machine.

» Do not use metal brushes.

» Make sure that the main switch is turned off.

» Thoroughly clean the transport carcass and round belts with
water and detergent after use.

» Do not use a high-pressure cleaner.

v

Spray off only the top of the carcass using the water hose.

» Use cleaning rags to manually clean the underside of the car-
cass and inaccessible points.

7.12 Serving tray return in the generally
accessible area

For serving tray return in the generally accessible area, the requi-
rements and limitations regarding the transport of wash ware parts
specified in 3.7 apply. This area is used by a wider circle of per-
sons 2.2.2.

HOBART BA-22093-001-EN / 16.12.2015 23
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/\ CAUTION

Risk of being cut

High or top-heavy wash ware parts can tip over and cause damage
due to sharp edges.

» Place high or top heavy wash ware parts and bottles on the
serving tray.

NOTICE

Property damage

High wash ware parts or stacked wash ware or serving trays can
tip over and become damaged or fall from the serving tray and
cause a blockage on the conveyor belt.

» Place high or top heavy wash ware parts and bottles on the
serving tray.

» Do not stack serving trays.
» Place serving trays centrally and straight on the belt.

Since the persons described in "Usage" (2.2.2) do not generally
have access to the operation instructions, the system operator
must ensure that the aforementioned requirements and instructions
are made available to this group of people in a suitable format.

24
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Fault indications and problems

8 Fault indications and problems

Special safety instructions

When replacing worn or faulty parts, contact with current-carrying
parts can cause serious injuries through electric shock.

» Have these activities carried out only by certified, qualified

8.1
/\\ WARNING
Risk of electric shock
personnel.
8.2

Remedying the problem

Nature of the problem

Possible cause

Remedy

Belt does not start.

Main switch is in position 0.

Turn main switch to position I.

EMERGENCY STOP buttons are pressed.

Unlock all EMERGENCY STOP buttons.

Heigh limiter has tripped.

Remove the serving tray that tripped the
height limiter.

Folding segment is folded up.

Close folding segment.

Downstream machines are faulty.

Rectify the fault and restore operability.

Holding and fixed cycle section is full.

Remove wash ware, set "Holding and
fixed cycle" selector switch to "OFF" and
press the ON button.

Serving trays are not
conveyed or not cor-
rectly conveyed.

Several serving trays are stacked on top
of one another, or a serving tray has been
incorrectly loaded.

Remove surplus of incorrectly loaded ser-
ving trays and load correctly.

Serving trays are not
conveyed or not cor-
rectly conveyed.

Individual or fallen wash ware part is blo-
cking the downstream serving tray.

Remove the item causing the blockage,
remove serving trays and re-position if
necessary.

HOBART

BA-22093-001-EN / 16.12.2015

25



m RFB Installation and Operation Instructions

Maintenance

9 Maintenance

In order to maintain the warranty, as well as a permanently safe,
efficient, and trouble-free operation of the machine(s), the required
maintenance must be carried out by authorized service technici-
® ans.

We therefore recommend the conclusion of an inspection and
maintenance contract, which guarantees qualified support by

specially trained service technicians according to a time schedule
based on the operating conditions.

In Germany, your HOBART machines are governed by the Ordi-
nance on Industrial Health and Safety and must be inspected by
a qualified electrician in accordance with the intervals specified in
BGV A3.
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Disposal

10 Disposal

The machine operator is responsible for disposing of the machine
and its operating materials correctly and in accordance with envi-
ronmental regulations. Observe the national and local legal provisi-
ons and regulations.
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HOBART GmbH
Robert-Bosch-Str. 17
77656 Offenburg
Germany

Phone: +49 (0)781.600-0
Fax: +49 (0)781.600-23 19
E-Mail: info@hobart.de
Internet: www.hobart.de

HOBART Export
Robert-Bosch-Str. 17

77656 Offenburg

Germany

Phone: +49 (0)781.600-2820
Fax: +49 (0)781.600-2819
E-Mail: info-export@hobart.de
Internet: www.hobart-export.com

Hobart UK.

Southgate Way,

Orton Southgate,
Peterborough

PE2 6GN

United Kingdom

Phone: +44 (0)844 888 7777
Republic of Ireland: +353 (0)1246 0248
Fax: +44 (0)1733 361 347
E-mail: sales@hobartuk.com
Internet: www.hobartuk.com

Compagnie HOBART SAS
Allée du 1er mai

77183 Croissy Beaubourg
FRANCE

Phone: +33 (0)1 64 11 60 00
Fax: +33 (0)1 64 11 60 10
E-mail: contact@hobart.fr
Internet: www.hobart.fr

Hobart Nederland BV
Pompmolenlaan 12

3447 GK Woerden

Phone: +31 (0)348 462626

Fax: +31 (0)348 430117

E-mail: info@hobartnederland.nl
Internet: www.hobartnederland.nl

Hobart Foster Belgium bvba/sprl
Industriestraat 6

1910 Kampenhout

Phone: +32 (0) 16.60.60.40

Fax: +32 (0) 16.60.59.88

E-mail: info@hobart.be

Internet: www.hobart.be

Hobart Norge

Gamle Drammenvei 120
N-1363 Havik

Phone: +47-67109800
Fax: +47-67109801
E-mail: post@hobart.no
Internet: www.hobart.no

Hobart Scandinavia ApS
Handvaerkerbyen 27
2670 Greve

Danmark

Phone: +45 4390 5012
Fax: +45 4390 5002
E-mail: salg@hobart.dk
Internet: www.hobart.dk

Hobart Sweden/Finland
Phone: +46 8 584 50 920
E-mail: info@hobart.se
Internet: www.hobart.se

Australia

Hobart Food Equipment

Unit 1/ 2 Picken Street,

Silverwater NSW, 2128

Phone: +61 1800 462 278

Fax: +61 02 9714 0222

E-mail: sales@hobartfood.com.au
Internet: www.hobartequipment.com.au

HOBART China

15th Floor, Building A

New Caohejing International Business
Center

391 Gui Ping Road

Shanghai, 200233

Phone: +86 (0)21 34612000

Fax: +86 (0)21 34617166

Internet: www.hobartchina.com
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