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GUARRANTEE 
 

In order for us to guarantee this equipment, we require that you comply with the 
MANUFACTURER’S INSTRUCTIONS in this manual 

However, if you cannot undertake the required maintenance operations, our 
local installation and service network is available to provide you with a personalised 
contract. 

 
 

WARNING 
 
The product delivered to you complies with current standards. 
If any modifications are made the manufacturer cannot accept any responsibility 

whatsoever. 
The manufacturer cannot be held responsible in the event of inappropriate use 

of the appliance. 
The installation and repair should only be undertaken by manufacturer 

approved engineers and in compliance with current norms and regulations. 
These appliances should only be operated in a well-ventilated area 
Read the documentation carefully before installation. 
Retain documents for future reference. 
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1. TECHNICAL CHARACTERISTICS 
 

 
 
 
 
 
 
 
 
 
 

2. DATA PLATE 
 
 

2.1 PLATE 
 

The data plate is fixed on the units control panel (see the diagram below). 
In any correspondence about your equipment, please indicate: 

- The model number (Model.) 
- The serial number (Fab.Nr.) 
- The date (Date). 

 
  

 

 

 

  Location of the plate 
 

Dimension (mm)

CODE Designation U Lib
KwE
kW

Imax
A

Avancée / 
Depth

Largeur / 
Width

Hauteur / 
High

H1S7DN4D Serial 700: Ambiant Top w. 400 Top 0 0 0 0 730 400 297
H1S9DN4P Serial 900: Ambiant Top w. 400 on Cupboard 0 0 0 0 920 400 927
H1S9DN8P Serial 900: Ambiant Top w. 800 on Cupboard 0 0 0 0 920 800 927



NEUTRAL TOPS AND RANGES CODE 3OE390915NI – 04/14 

 

Page - 5 

HOBART GmbH  Robert-Bosch-Str. 17     info-export@hobart.de 
                                   77656 Offenburg             +49 781 600 2820 

 

3. INSTALLATION: GENERAL  
 

NATURE AND POSITION OF SERVICE CONNECTIONS 
See "Technical characteristics" at the beginning of these instructions 

 
 
3.1 GENERAL 
 

� A qualified engineer must carry out the installation, modification or repair of the appliance in a 
workmanlike manner. 

� The manufacturer certifies that the packaging meets the provision 94/62/CE (relating to packaging 
and packaging waste of 20.12.94) and requests that the final installer (or user) observes the rules 
relating to the removal of the packaging (recycling or reuse). 

� For mobile appliances always handle the unit carefully to avoid tilting it. 
 
 
3.2 HANDLING 
 

The appliance should only be handled with suitable lifting equipment. 
Should the appliance need to be transported, this must be on its original pallet and it must not be 

stacked on other appliances under any circumstances. 
If the appliance is to be moved without its pallet, it should be carried and not pulled. 

 
 
3.3 UNPACKING 
 

Before installation, remove the strapping from the appliance. The individual parts are not bolted down. 
Remove the protective plastic film from all stainless steel parts before heating. 
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4. INSTALLATION: CONNECTIONS 
 
4.1 ELECTRICAL CONNECTION 
 

Electrical connection is carried out from the back of the appliance, whatever the model. 
 

 

  
 

 
 
Procedure: 

- Unscrew the fixation screw of the terminal 
strip support lug. 

- Tilt the lug towards the left 
-.Thread the cable through the gland. 
- Tighten the gland. 
- Connect the wires. 
- Put the lug back in place and fix it. 
- Connect the cross bonding link to the 

terminal provided. 

Location of the cross bonding terminal   
 

Only use H07 RN-F type supply cable with a section that corresponds to the load required by the 
equipment as listed below. (see chapter 1 « technical characteristics » which will give you the load.) 

 
Intensity (A)  Cable section (mm²)  

0.1 to 16 2.5 
16 to 25 4 
25 to 40 6 

 
A local isolator must be provided for fixed supply wiring.  
All aspects of the installation should be in compliance with current local regulations (In France: NFC 

15.100). 
The appliance must be connected to the earth. Different electric appliances must also be cross 

bonded  (all metallic structures at the same potential) by means of the terminal provided for this purpose 
located next to the cable gland. 

 
The manufacturer accepts no responsibility whatsoev er if these instructions are not followed. 

 


