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GB important notes

Use in accordance with regulations. The rack cord conveyor is only intended to transport dishes on 
racks.

Safety:

Never hose down the outside of the machine with a hose or high-pressure cleaner.

	T he “Attention” symbol is shown beside instructions that are essential for safe 
operation of the machine.  
Please read these passages thoroughly.

Liability:

Installations and repairs which are not carried out by authorized technicians, the use of parts other 
than original spare parts or any technical modification to the machine not authorized by the manufac-
turer will render the warranty set out in the standard conditions of sale invalid.

Machine noise level:

The machine noise level is < 70 dB (A)
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GB 1.	 Installation

1.1.	 Transport to installation location

–– If possible in its packing and on skid.

–– Move on rollers.

–– Avoid damage to floor and doors

1.2.	 Remove packing

–– Cut steel bands.

–– Remove carton.

–– Remove wooden skid.

1.3.	 Location

–– According to installation plan.

1.4.	 Adjusting conveyor height

–– Level conveyor to compensate floor unevenness.

–– Distribute conveyor weight equally onto all feet.
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1.5.	 Assembly of Modules

–– If the machine is delivered in separate modules, put largest module 
in place first and align it.

1.5.1.	 Sealing Tape

–– No 168 834 must be glued to one of the two connecting surfaces 
all the way around.

–– If there is old sealing on the surface (from the test run), it must be 
removed first.

–– The ends of the sealing tape must overlap at the corners

1.5.2.	 Adding next modules

–– Level the height (see section 1.4.)

–– Connect modules using screws M6 x 12 hex. head, washers, lock-
washers and nuts (supplied).

–– Cut off protruding sealing tape with knife.

–– Connect drain pipes.
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1.	 Installation
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Note:	 	Must be carried out by a qualified technician according to the 
national and local codes.

2.1.	 Check

–– The electrical supply shall comply with the name-plate data and the 
wiring diagram.

2.2.	 Connection

–– Connect to main switch via a static cable according to EN 60 204.

–– Draw cable through cable gland of the control box and connect 
wires to main terminals.

–– Tighten all terminal screws in the control box (may be loosened 
during transport).

–– Install systems with separate control box according to the local-
codes.

–– Connect electrical supplies for remote control units to the corre-
sponding terminals (see wiring diagram).

Note:	 According to EN 60 335 the appliance must be connected to 
an equipotential conductor. The connecting screw ( ) is located-
beside the cable inlet.

HOBART GmbH
Postfach 1620 77606 Offenburg

Modell:

Serial - Nr.:

Order - Nr.:

Fabr.   Dat.:

400 V / 50 Hz / 3 
XX kW / XX A

XXXXXXXX

XXXXXXXX

XXXXXXXX

2000

2.	 Electrical connection
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GB3.	 Controls

3.1.	 Main switch (option)

–– Must be on position I during operation and on position 0 during 
repair and maintenance.

	 Attention:  
Do not switch off the conveyor regular by pushing the emer-
gency button. Only in case of emergency.

3.2.	 Emergency Stop button 

–– Switches the conveyor off.

–– Must be unlocked for operation.

	A ttention:  
Do not switch off the conveyor regular by pushing the emer-
gency button. Only in case of emergency.

3.3.	 START-Button

Starts the conveyor if:

–– The main switch is switched on.

–– The emergency stop button is not pushed.

–– Option downstream machines are ready for operation.

3.4.	 STOP-Button

–– Switches the conveyor off.

O

I

NOT - AUS
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4.1.	 Preparation

–– Make sure, that all emergency buttons are unlocked.

–– Switch on main switch.

4.2.	 Run

–– Push the START button.

–– Place the racks in the middle of the conveyor.

4.3.	 Speed selection switch (Option)

–– Enables the selection of predefined speeds.

–– Set switch to the desired speed.

O

I

2
1 3

4.	 Operation
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5.1.	 Switch-off Facility

–– Do not put racks on the conveyor.

–– Push STOP button.

5.2.	 Shut down

–– Switch off main switch.

STOP

O

I

5.	 Shut down
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6.1.	 Manual Cleaning

	A ttention: 
Never hose down the outside of the machine with a hose or 
high-pressure cleaner. Use only commerical cleaners. Please 
pay attention to the manufacturer’s instructions and safety 
rules.

–– Make sure that the main switch is switched off.

–– After usage, thoroughly wash conveyor housing and belt daily with 
water and commerical cleaner.

	A ttention:  
Do not hose down the motor housing.

–– Only hose down the interior of the machine.

–– Regularly empty strainer - according to waste accumulation.

6.	 Cleaning



BA-21928-002-GB	 30.01.2012	 11

GB

TYPE OF FAILURE POSSIBLE CAUSE REMEDY

The conveyor doesn’t start. The main switch is in 0 position. Switch on main switch in position I.

The emergency stop button is pushed Unlock the emergency stop button

Fault in machine running downstream. Correct the machine fault and resume 
normal operation.

Drain water remains in the tank. Water does not run off due to dirty 
strainer.

Remove strainer and clean.

7.	 Trouble shooting guide
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For trouble-free operation, we recommend the conclusion of a service 
contract with your local HOBART office.

8.	 Maintenance
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HOBART GmbH  
Robert-Bosch-Str. 17  
77656 Offenburg  
Tel. +49(0)781.600-0  
Fax +49(0)781.600-23 19 
E-Mail: info@hobart.de 
Internet: www.hobart.de

As continued product improvement is a policy of HOBART,  
specifications are subject to change without notice.

Printed in Germany
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